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HIGHER GAUGE? 45A

Join 3:1

Join 3:1

Rated Current for 6 motors: 5*6=30A
Stall current: 24.5*6=147A

24v0C
Reduction Ratio: 1/92
No-load speed : 80 RPM

Noload current : < 700 mA
Rated Torque: 60 kg.cm

Stall current 24.5 A

Reduction Ratio: 1192

Stall current - 24.5 A

24V 0C
Reduction Ratio: 1/92
No-oad speod : 50 RPM
Noload current : < 700 mA

Stall current 24.5 A

STANDARD AUTOMOTIVE WIRE?
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HIGHER GAUGE? 90A

24vDC
Reduction Ratio: 1/92

Stall current : 24.5 A

20vDC
Reducton Rato: 1/92
No-load speed : 90 RPM
No-load current : < 700 mA
Rated Torque: 60 kg.cm
Rated Spood: 80 RPM
Rated Current : <5

Stall current : 24.5 A

24V DC
Reduction Ratio: 1/92

Stall current : 24,

Specs:

Minimum Capacity: 20000mAh
Cell Count: 6 / 22.2V/

Constant Discharge: 12C

Peak Discharge (10sec): 24C
Pack Weight: 2630g

Pack Size: 203 x 93 x 70mm
Charge Plug: JST-XH

Discharge Plug: XT90

[Processor [STM32F103CEUS

Input ‘ 1062V (2-155 Lipo)

voltage |
[ Maximum. 908

current

oltage £0.15V

accuracy

Cument  |20.2A

accuracy

Resolution | 0.01AV

Maximum | 4200W / 908

output

power

Maximum | 3600W

stable

output

power

5V Maximum 5A,stable 4A

regulated

output

letter of | UAVCAN

agreement

Operating | -20 ~ 100°C

temperature

Firmware | stand by

upgrade

Interface | IN / OUT: XT60-M / XT60-F Power/CAN: 502585-0670
Type Other: SM06B-GHS-TB

Product | 140mm (length) * 25mm (width) * 13mm (height)
Size

APM 1.Rover 3.5.1and above are available 2 Copter 3.7and
firmware | above are available 3.Plane 3.10and above are
support | available 4.Heli3.7and more available

Copter3 6firmware users need toflash the3.7version
firmware and then flash back to the 3.6 version

PX4 PX4 Pro V1.10.1 or higher

firmware

support

From <hitps://store.cuav.net/shop/can-pmu-lite/>
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